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ENGLISH 

PRESSURE-SENSITIVE TABLET PLATE 

Q U I C K  I N S TA L L A T I O N  G U I D E  
HARDWARE INSTALLATION 

To attach the Tablet Plate with a USB interface to the PC, insert the USB 
connector into an available USB port on the PC. 

 
Figure 1 Attaching Tablet Plate with a USB Interface to a PC 

DRIVER INSTALLATION 

For Windows XP/ME/2000/98: 
1. Insert the Driver disc into the CD-ROM drive, and wait for the Setup screen to appear. 
2. In most systems, the Setup program will start automatically. If  it 

doesn’t, start the Setup program manually by selecting Start/Run, 
and type "E:\setup" (where “E:” represents the location of  the 
CD-ROM drive), then press the Enter key. 

 
3. Select the Tablet Driver Setup button and press OK to install the 

Tablet Driver. The software will be installed automatically.  
 
4. Click on the PenSuite Setup button and press OK to install the 

PenSuite software. The software will be installed automatically. 
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Figure 2 Tablet Plate components 

5. You can also click on the Corel Painter Setup button to install the 
software. 

6. After the software is installed, close all open applications and click on 
the “Finish” or “Exit” button to restart your computer. 

 VERIFYING THE INSTALLATION 

To ensure that everything has been installed properly, please follow the procedures 
below. Check the User’s manual on the CD-ROM for more information. 
VERIFYING HARDWARE AND DRIVER FUNCTIONS 

The green LED light on the Tablet 
Plate is the main indicator for hardware 
operation.  The light normally stays off, 
and will come on and off in response to 
various conditions. Watch the status of 
the Tablet Plate LED light as you go 
through these steps.  None of the tests, 
except the last two, require the tablet 
driver to be installed. 
1. For the cordless pen (stylus) or the 

wireless mouse , tap on any surface or press the left button of the mouse to 
“wake it up”, in case the pen or the mouse has gone to "sleep" after it is not 
used for a few minutes. 

2. As soon as the Tablet Plate receives power, the LED light will come on 
briefly, and will normally stay off. 

3. When the working area (Plate) detects the presence of the pen, the LED light 
will flash slowly.  This happens when the pen tip is directly above the 
working area of the tablet plate and is low enough. 

4. When you press a button on the body of the pen or the mouse, the LED light 
will come on. 

5. When you press the pen tip against the tablet plate anywhere in the working 
area, the light will also come on. 

6. If the tablet driver has been properly installed, a small tablet icon ( ) will 
appear in system Task Bar area, normally at the lower right corner of the 
screen. 

7. With the tablet driver properly installed, moving the pen tip or the mouse 
over the working area will cause the cursor on the screen to move 
accordingly. 
After you use Scrolling without tapping or clicking for a few minutes, you may find the 

cordless pen or the wireless mouse will stop functioning all of a sudden. This pen device 
features low power consumption.  Just tap on any surface or press the left button of the 
mouse to “wake up” the pen device. 
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